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     CHA Material Parameters Sheet

Contact NFC Staff for approval before running other materials. Tooling Factor: 26.10%

Material 
Number Material

Max 
Power 

%

Soak 
Power 1

Rise 
Time 1

Soak 
Tme 1

Soak 
Power 2

Rise 
Time 2

Soak 
Time 2

Feed 
Ramp 
Time

Idle 
Ramp 
Time

Suggested 
Max rate 
(Å/sec)

Sweep 
Amplitude

1 Solid Aluminum 50 22 1:00 1:00 26 1:00 1:00 0:30 5:00 5 0.2

2 Solid Chromium 15 3 1:00 1:00 4 1:00 1:00 0:30 5:00 2 0.2

3 Solid Nickel 38 9 2:00 1:30 10 2:00 1:00 0:30 7:00 3 0.2

4 NOT USED

5 Solid Titanium 22 6 1:30 1:00 8 1:30 1:00 0:30 5:00 5 0.2

6 Titanium w/ liner 25 7 1:30 1:00 9 1:00 1:00 0:30 5:00 5 0.2

7 Palladium w/liner 30 5 3:00 2:00 7 3:00 1:30 1:00 7:00 1 0.2

8 Platinum w/liner 38 18 2:30 2:00 22 3:00 1:00 1:00 7:00 4 0.2

9 Gold w/liner 25 5 2:00 1:00 8 1:00 1:00 0:30 7:00 4 0.2

10 Silver w/liner 18 8 2:00 2:00 10 2:00 1:00 0:30 5:00 4 0.3

11 Copper w/liner 35 7 1:30 1:00 11 1:30 1:00 0:30 5:00 5 0.2

12 Mo w/liner 45 28 2:00 2:00 31 2:00 1:00 1:00 7:00 2 0.2

13 Ge w/liner 25 8 1:30 1:30 10 1:00 1:00 0:30 5:00 4 0.2


	Sheet1

